
Leaders in co-extruded composite decking
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Eva-Last® sets a new standard for durable outdoor 

composite decking & accessories. Our high quality, 

low-maintenance composite is created without felling a 

single tree, and saves you from the hassles of traditional 

timber decking upkeep. Our glowing international track 

record stands as testament to our beautiful, durable 

and versatile product ranges, and the lifestyle benefits 

they provide.

GLOBAL PROOF OF PRODUCT 

PERFORMANCE

Why Eva-Last® 

Strong, sustainable bamboo

Made using solar energy

Eva-Last® harnesses the strength and 

resilience of bamboo to create an ultra 

reliable composite, which spans further and 

lasts longer than the competition. Using bamboo also 

helps fulfill the Eva-Last® pledge to make a holisitically 

green, high quality product. 

Eva-Last®  offers two outstanding ranges of weather resistant bamboo composite decking products to suit your 

specific outdoor project. The ApexTM and  InfinityTM decking technologies come with industry-leading protection 

warranties, and each line offers  its  own  specialised benefits.

Eva-Last® is fully committed to offering you a product 

that’s green from start to finish. That’s why we now 

manufacture using solar energy. Not only are we raising 

the bar on how quality composite should perform, we’re 

also setting new standards for how responsible eco-

conscious production can be achieved with the earth 

in mind. 

SUSTAINABLE

Bamboo is a type of grass and 

grows and regenerates extremely 

quickly, with most species 

reaching adulthood within 3 – 5 

years. This amazing plant is one 

of the most environmentally 

friendly resources on the planet 

and requires no pesticides or 

chemical fertilizers to grow.

Bamboo keeps our soil stronger, 

our air cleaner and our environ-

ment healthier.

Bamboo must be one of the 

most underrated materials on 

the planet when it comes to 

strength. It has a greater tensile 

strength (resistance to being 

pulled apart) than steel, and can 

withstand compression better 

than concrete. These properties 

make for an ultra strong end 

product and allow Eva-Last® to 

offer an industry leading 

guarantee on InfinityTM decking. 
 

STRONG

Bamboo is known for its incred-

ible cooling effect and its ability 

to deflect heat more effectively 

than wood. All natural fibres 

have a built-in thermostat, 

and Mother Nature has turned 

bamboo’s way, way down.  This 

means your deck will be cooler 

in hot weather and a bit warmer 

in the cold, just another great 

benefit of using bamboo over 

wood in composite decking.
 

Bamboo is a super clean and 

safe material and the perfect 

additive for composite decking.

Bamboo naturally repels odor 

and is hypoallergenic when 

compared to timber. Bamboo as 

a fibre is actually certified by

most food agencies as safe to 

eat.  So your customers can rest 

assured that InfinityTM decking 

will be the cleanest, safest sur-

face for them and their families. 
 

COOL SAFE
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DECKING  |  CLADDING  |  SCREENING  

Inspired by nature, designed for life

Grooved, hollow, double sided 

deck boards
I-series deck boardsDouble sided fascia 

and screen boards

Eva-Last® InfinityTM performs in all residential, commercial and high traffic industrial applications. From safari lodges to 

ocean marinas, boardwalks, promenades, restaurants, shopping centres and tranquil residential settings, whatever 

the vision, Eva-Last® InfinityTM will bring it to life.

The proprietary manufacturing process used in the creation of Eva-Last® InfinityTM achieves an infinitely variable and 

authentic colour finish, comparable only to natural timber. This advanced and innovative technology allows for 

incredible colour blending, providing one of the best looking composite boards available.

C06

IPE

VIBRANT NATURAL COLOUR RANGE

C92

OAK

C02

NERO
Engineered polymer co-extrusion 

The innovation of co-extrusion technology resulted in the development of our Infinity™ range. The advancement allowed 

for the bamboo-plastic composite core to be wrapped in a protective cap, further improving the longevity of the product. 

The Eva-Last®’s engineered polymer coat is equipped with additives that result in an extremely robust outer layer. This 

layer protects the products from weathering and biodegradation, even within particularly harsh conditions.

Benefits of InfinityTM

Eva-Last® InfinityTM is resistant to moisture has high UV stability and has first-class insulating properties making 

it one of the most durable and long lasting products in its class. 

Waste plastic

Bamboo

NOTE: Due to printing and/or screen variations, colours in the brochure may differ slightly from the actual products.
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Standard decking board with both sided grooved 
for the  use of HULK hidden deck clips.

Both sides grooved

Our latest most efficient decking profile 
in performance and cost!NEW

Using I-beam shaped feet, I-Series™ offers superior strength and span capabilities at a more economical price point. The 
cutting-edge Infinity™ cap and bamboo composition make I-Series™ the most attractive weather-proof, low-maintenance 
composite decking profile on the market.

Best span in it’s 
class

This excessive 
performance in profile 

stiffness allows to 
increased spans.

Reduced cost of 
installation in time

Greater spans reduce 
fixing point locations 
and framing material 

which saves time 
and money.

Drains, 
 cannot trap water

This profile shape cannot 
trap water in any way 
and is self ventilated.

Reduced cost of 
substructure, 

fixtures and fittings

Greater spans reduce 
the materials and 
fixings required 

for the substructure.

Lighter to
 transport

Boxed retail or online 
distribution gets many 

more square meters per 
pack, due to OHS mass 

limits.

Core material:
Bamboo fibre and recycled high 
density polyethylene composite

Capping material:
Engineered, co-extruded polymer 
protective cap

DECKING 

The most cost effective profile design in two Eva-Last® technologies. 

Eva-Last® ‘s advancements in extrusion now allow for complex geometrical profiles to be shaped, these aim to minimise 

material volume and optimise structural performance. The result is a revolutionary and patented profile that is light-

weight and spans the furthest in its class.

CAPPED

PROFILE

Grooved board
(210 x 25 mm)

CUT COST,  NOT QUALITY. 
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210 x 25.4 mm

Dimensions

Joist spacing
Weight

Fasteners

Co-extruded bamboo composite decking.

210 x 25.4 mm (4 / 5 m lengths)

Up to 400 mm on centres
4.4 kg / m

12 HULK hidden fasteners / m2

(Uses HULK S9 clip)

GROOVED BOARD

NOTE: Due to printing and/or screen variations, colours in the brochure may differ slightly from the actual products.

Available in CL1 Brushed surface finish.

Colour options available

Grooved both sides
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140 x 23 mm
DHG01

CO-EXTRUDED GROOVED BOARD

Dimensions

Joist spacing
Weight

Fasteners

Double sided, hollow bamboo 
composite decking.

140 x 23 mm (2,25 m lengths)

350 mm on centres
2.93 kg / m

23 HULK hidden fasteners / m2

(Uses HULK S6 clip)

The Infinity™ range by Eva-Last® is the next generation of technology 

& surface finishes.  With textures designed to emphasise an authentic 

wood feel and aesthetic found only in nature, Infinity™ is our most 

innovative product & offers superior strength, durability and colour 

depth.
1110

CAPPED DECKING

InfinityTM  solid double sided board 
Colour: Tiger Cove

Available in J1/R surface finish.

Colour options available

C06 

IPE

NOTE: Due to printing and/or screen variations, colours in the brochure may differ slightly from the actual products.



CAPPED DECKING

210 x 22 mm
DHG02

Dimensions

Joist spacing
Weight

Fasteners

Double sided round hollow board

210 x 22 mm (4 / 5 m lengths)

Up to 350 mm on centres
4 kg / m

17 HULK hidden fasteners / m2

(Uses HULK S6 clip)

Eva-Last® hollow boards have a lightweight hollow core design that is ideal 

for decks that require a low mass solution. The profile’s grooves can house 

HULK hidden deck fasteners, providing a clean and neat finish. Double-sided 

finishes offer an element of aesthetic versatility.

InfinityTM   finish
Colour: Nero

GROOVED BOARD

1312
NOTE: Due to printing and/or screen variations, colours in the brochure may differ slightly from the actual products.

Available in J1/R surface finish.

Colour options available

C02 

NERO



There are limitless possibilities of what you can achieve with 

InfinityTM fascia boards. Add a stylish finishing touch to a home 

exterior, clad the sides of your InfinityTM deck or co-ordinate deck 

boards with gates, screens and fences for the ultimate finishing 

touch.

NOTE: Due to printing and/or screen variations, colours in the brochure may differ slightly from the actual products.

71 x 11 mm
STGJ13A

FASCIA BOARD
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Fascia available in C+L1 Brushed surface finish.

Colour options available
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Dimensions
Length

71 x 11 mm
2200 mm

Weight 0.97 kg / m



Core material:
Bamboo, cellular PVC
The foamed mineral-polymer core has 
improved water absorption and fire resis-

tance.

Capping material:
Engineered acrylic polymer

Innovative double layer polymer 
coat provides a unique texture 
and aesthetic characteristic as 

well as a vastly  
improved slip resistance.
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Better decking, better living
This co-extruded composite line reaches new heights in what is possible for decking.  With its specially engineered lightweight PVC and 

bamboo core, capped in a hardened acrylic polymer shell, ApexTM  performs better, and offers you a more realistic finish, than ever before.   

VIBRANT

DUAL TONE
VIB

RANT

COLOURS

This co-extruded composite line reaches new heights in what is possible for decking. With it's specially engineered lightweight 
PVC and bamboo core, capped in a hardened acrylic polymer shell, Apex™ performs better, and offers you a more realistic 
finish, than ever before. The resultant combination is a durable and lightweight board with advanced work ability and 
incredibly realistic and more natural appearance.

Apex™ Dual tone colour range adds an extra layer of colour to each board to enhance the 
natural look of your composite project. The variance in shades within a single composite profile 
beautifully represents the colour tones found in timber, making your composite all the more 
striking. Dual tone colours are ideal for mid-to-large-scale composite decks and projects, or 
other areas that are all about that natural look.

What Apex™ offers youVIBRANT DUAL TONE COLOURS

CB010

DRIFTWOOD BROWN

CD002

DRIFTWOOD GREY

The ApexTM surface finish can proudly boast 
the best slip resistance in its class to help 
prevent life’s little mishaps.

ApexTM is a Euroclass Bfl S1 rated composite 
decking board which can help reduce the risk 
of fire damage.

Leading slip resistance Euroclass Bfl S1 rated

Take home the benefits
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1716

CD019

DRIFTWOOD DARK



Dimensions

Joist spacing
Weight

Fasteners

ApexTM capped bamboo / cellular PVC 
composite decking.

190 x 24 mm (3 / 4 / 5 m lengths)

300 mm on centres
3.39 kg / m

ApexTM is a bamboo filled PVC decking profile with an ultra durable 

engineered acrylic polymer cap. The ApexTM cap technology has 

an undeniably realistic appeal and boasts immense strength and 

resistance to the elements. ApexTM is best installed using HULK 

hidden fasteners (S9 clip) and HULK top fixing screws, available 

in various colours to match the selected deck board. 

17 HULK hidden fasteners / m2

(Uses HULK S9 clip)

1918
NOTE: Due to printing and/or screen variations, colours in the brochure may differ slightly from the actual products.

CAPPED DECKING

Available in L surface finish.

Colour options available

GROOVED DUAL TONE
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190 x 24 mm

CB010

DRIFTWOOD BROWN

CD019

DRIFTWOOD DARK

CD002

DRIFTWOOD GREY



FASCIA/UTILITY BOARD

DECK TRIM PROFILE
NOTE: Due to printing and/or screen variations, colours in the brochure may differ slightly from the actual products.

DUAL COLOUR

71 x 11 mm
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ApexTM single sided, bamboo & cellular PVC 
composite fascia/utility board..

Available in L surface finish.

Colour options available

CB010

DRIFTWOOD BROWN

CD002

DRIFTWOOD GREY

The ApexTM fascia board is a non-load bearing bamboo-filled 
PVC decking utility profile with an ultra-durable engineered 
acrylic polymer cap. The fascia colours match ApexTM decking 
profiles and offer the ideal finish to deck edges and areas 
where trim is needed. HULK top fixing screws, are available 
in these ApexTM colours and provide an invisible match to the 
selected decking board.

Dimensions
Length

71 x 11 mm
2200 mm

Weight 0.58 kg / m



Description Metric Image Material Coating Bit pcs/pack

Clip screw for metal frames 4.2 x 40 mm C1022 2000 Hr HTX 1 (II) 125pcs

HULK S9 clip 18 x 38 x 9 mm SS430 Enamel N/A 125pcs

To resist screw pullout, or sinking to deeply into soft materials.

Smaller sharper thread allows for smoother installation by cutting 
through material easily. The number of threads per inch, allow for a 
better grip of steel structures.

The shank has no thread on it, stopping the composite from causing 
unwanted rotation in the screw, and in cases of clip screws, leaves 
additional space for the clip , which may allow for the gap between 
the boards to be reduced.

HEAD - Pan or Washer head

Z-point spade shape allows for easier cutting into metal.

Material Screw dimensions
4.2 x 40 mm

TIP - Z-point

THREAD - Asymmetric thread

SHANK - Standard

Metal Clip Screw

C1022

HULK multi-purpose fasteners are the best choice for any outdoor, corrosion-risk, or long term application. HULK fasteners™ 

use an advanced bit lock system which maximises torque transfer, assembly speed as well as the life of bits and screws. HULK 

fasteners™ are the best choice for deck construction.
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FASTENED, FOR LIFE.

Designed for 
professionals. 
Perfect for novices.

Eva-Last® has developed a range of fasteners that thoroughly complement our composite products to ensure the stability 

and longevity of your deck. HULK fasteners are specially designed to securely fasten the deck boards to a substructure, 

but can also be used in other wood or steel fixing applications. The coating employed for our HULK fasteners ensures the 

fixing system supports your deck through out its lifespan.

HULK FASTENERS

Eva-Last® has developed a range of complete and durable specialised 

systems that work together with Eva-Last® composite products to 

ensure the stability and longevity of your deck. Eva-Last® exclusively 

recommends HULK screws to provide the strongest and most durable fix 

for both wood and steel. HULK screws are specially coated and designed 

to fasten clips to a substructure, but can also be used in many other 

wood and steel fixing applications too. 

Eva-Last® specialised systems: HULK fasteners 

HULK decking clips offer a fast and simple installation solution. They are designed 

for use with HULK clip screws to provide a hidden fastening system that gives a 

clean, neat finish to your deck installation. 

S9 clipHULK hidden decking fasteners

Key features of HULK composite deck screws: 
1. The pan head works perfectly with HULK clips. 

2. The flat bottom shape of the screw is designed to rest securely on top of a HULK clip, 

    preventing movement and damage. 

3. The thread and shaft work seamlessly with the substructure and HULK deck clip. 

4. The tip of the clip screw and composite deck screw are the same, making them highly versatile. 

5. Both HULK clips and composite deck screws are dark in colour, camouflaging them between deck boards.
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Metal clip screw and S9 clip package

For fastening HULK Hidden fasteners onto metal frames without having to pre-drill. Unless 

specified by decking manufacturer. Suitable for metal frames between 0.8 to 2.5 mm. 

Pre-drilling may be required with gauges greater than 2.0 mm.
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CHOOSE 
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DECKING

RENEWABLE RESOURCES & RENEWABLE ENERGY.

We believe that how we manufacture is just as important as what we 

manufacture when it comes to going green. That’s why we’ve traded in fossil 

fuels for renewable energy. Our products are now manufactured using solar 

power. We are fully committed to bringing you a product that’s holistically 

eco-conscious. 

Made from recycled materials 

No trees felled 

No further treatment or toxic 
chemicals required 

Made using solar energy

Reduced impact on landfills
(Recyclable)

Reduced carbon footprint

Forest Stewardship Council (FSC) certification ensures that products come from responsibly managed 

forests that provide environmental, social and economic benefits. The diverse fauna and flora who share 

our forests are given the time and space to recover from our use of their environments. 

Each Eva-Last® range pairs recycled raw ingredients with bamboo for a 

stronger, more sustainable composite. Bamboo rejuvenates over 30 times 

faster than traditional hardwoods and it releases 35% more oxygen into 

our air. Eva-Last® is internationally recognised for our commitment to the 

environment. We’re proud of the work we do to promote environmental 

sustainability, and invite you to choose timber alternatives that are gentle 

on the Earth. 

Registered product of the Green Building Council of South Africa

Tel: +31 (0) 88 1885 100
Address: Dekkerhout

De Werf 15,
2544 EH The Hague,

Netherlands


